
 

            Frequently asked questions 
A1 Non-combustible EN13501-1: 2007 + A1: 2009, Non-combustible as per BS476 Part 4: 1970 BS EN 1S0 1716 BS EN 1S0 1182,BS EN 

12467:2012+A2 2018, ISO 8336: 2017,ASTM 518,BS EN 594: 2011. 

1/ Can these brick panels be installed both externally and internally? 

 
Yes. They are mainly designed for exterior use, however, can also be used on internal walls. The panels have been 
tested for thermal shock to ETAG 004:2013 and no damage was detected. They have also tested for frost damage 

and freeze-thaw according to ETAG 004:2013 and no damage was detected either. 
 
2/ Are the panels difficult to install? 
 

Not at all. We designed then to be simplistic and quick, with built in 10mm mortar joints, on larger orders if we are 
not installing then we will send one of our teams to show you how easy they are to install (on Site training) 
 

3/ What surfaces can the panels be installed onto? 
 
They can be installed on block work, timber frame, metal frame and SFS, as well as insulated concrete form. Each 
application can be with or without timber battens. Please contact us for details. 
 
4/ Do panels require any sealing or maintenance? 
 

No, they do not. They are maintenance free and do not require sealing. Our panels have a minimum guaranteed life 
of over sixty years. 
 

5/ Are they suitable for wet areas? 
 
Yes, as a natural brick product they are, and so are the panels. 
 

6/ Are they resistant to heat? 
 
The panels have been tested for fire resistance and reaction to fire to A1 Non-combustible EN13501-1 EN 

13823:2010, EN 11925-2:2010+AC:2011 and EN 13501-1 - they were classed as fire class A1 fire proof and as fire 
boards they will hold back fire for 120 mins. 
 

7/ What is the best way to cut them? 
 
For dust-free wet cutting, use a wet tile saw. Angle grinder is a second-best option as it creates dust, or even a hand 
saw - Please remember to use dust mask and glasses. 

 
8/ Do these panels require any mechanical fixings? 
 

Yes, they require secondary mechanical fixings. The panels come with integrated washer holes at 400 centres, all you 
need is appropriate screws or hammer fixings with plastic plugs depending on the surface the panels are getting fixed 
to, and they should be approved by a qualified structural engineer. Any fixings should be made of stainless or 
galvanised steel. Please contact us for advice if you are unsure on: 

Call Daytime-9-5 =: Office :0800 246 1544 (site Phone 07771 617 135) 
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